
CV-700
EQ]\PH + PKRVSKDWH RHPRYHU 

SWDQGDUG 50bCHUWLILHGRUHQGDWHFK.FRP

BUHDNV GRZQ DQG GLJHVWV QRQ-OLYLQJ RUJDQLF
ZDVWH, RLOV, ORWLRQV DQG VXQVFUHHQ
HHOSV WR NHHS SKRVSKDWH OHYHOV ORZ
ΖQFUHDVHV ZDWHU FODULW\ DQG ORP
NSF/ANSΖ SWDQGDUG 50 CHUWLILHG, QRQ-WR[LF,
QRQ-KD]DUGRXV

Phosphates are a common issue Zith
pool chemistr\, and removing them can
help chlorine efficienc\. Non-living
organic Zaste also impedes chlorine
efficienc\.

CV-700 is best used Zeekl\ to keep
phosphate levels loZ, Zhile breaking
doZn and digesting non-living organic
Zaste. Regular use of CV-700 can loZer
chlorine demand and improve overall
Zater qualit\.

*DOSΖNG ΖNSTRUCTΖONS
PXUge: PRXU RQH (1) TXaUW SHU 10,000
JaOORQV RI ZaWHU LQWR WKH SRRO aURXQd WKH
SHULPHWHU, JXWWHU RU VXUJH WaQN.

FLOWeU SXUge: CRQWacW OUHQda IRU dHWaLOV.

ReVLdeQWLaO SRRO PaLQWeQaQce: ASSO\
ILYH (5) RXQcHV RI CV-700 ZHHNO\ WR WKH
SRRO.

CRPPeUcLaO SRRO PaLQWeQaQce: ASSO\
ILYH WR WHQ (5-10) RXQcHV RI CV-700 ZHHNO\
WR WKH SRRO. LHYHOV dHSHQd RQ baWKHU ORad.
ΖdHaOO\ CV-700 VKRXOd bH VHW XS RQ aQ
aXWRPaWHd IHHd SXPS. CRQWacW OUHQda
IRU dHWaLOV.

CV-700 FRPELQHV QDWXUDO HQ]\PHV ZLWK D SKRVSKDWH UHPRYHU.
TRJHWKHU, WKH\ KHOS WKH HIILFLHQF\ RI FKORULQH DQG FDQ LPSURYH
ZDWHU FODULW\ DQG ORP.


